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Loudspeaker Universal

QS100

10 cm 2-Way Component-System

Power Rating 70/140 Watts RMS/MAX. 
Impedance 3 Ohms
2 x 100 mm Polycone-Bass with Grille
2 x 25 mm Silk-Dome-Tweeter 
2 x 12 dB Cable-Crossover, optional
      with -3dB Tweeter Attentuation
Mounting Diameter 92 mm, Mounting Depth 47 mm

QS130

13 cm 2-Way Component-System

Power Rating 80/160 Watts RMS/MAX.
Impedance 3 Ohms
2 x 130 mm Polycone-Bass with Grille
2 x 25 mm Silk-Dome-Tweeter 
2 x 12 dB Cable-Crossover, optional
      with -3dB Tweeter Attentuation
Mounting Diameter 115 mm, Mounting Depth 50 mm

QS165

16,5 cm 2-Way Component-System

Power Rating 90/180 RMS/MAX.
Impedance 3 Ohms
2 x 165 mm Polycone-Bass with Grille
2 x 25 mm Silk-Dome-Tweeter
2 x 12 dB Cable-Crossover, optional
      with -3dB Tweeter Attentuation
Mounting Diameter 143 mm, Mounting Depth 60 mm
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QS165W

16,5 cm Bass-Speakers (Pair)

Power Rating 90/180 Watts RMS/MAX., Impedance 3 Ohms
2 x 165 mm Polycone-Bass with Grille
Mounting Diameter 143 mm, Mounting Depth 60 mm

QX100

QSW3

10 cm 2-Way Coaxial-Speakers

Power Rating 60/120 Watts RMS/MAX., Impedance 3 Ohms
2 x 100 mm Polycone-Bass with 13 mm Silk-Dome-Tweeter and Grille
Mounting Diameter 92 mm, Mounting Depth 47 mm

3-Way Crossover for Active-Systems

Suitable for QS-Systems and QS75, Power Rating 60/120 Watts RMS/MAX.
Transmission Frequency 400 Hz / 3000 Hz
2 x 3-Way Crossover with Tweeter Level Switch (-6dB/-3dB/0dB)

QX130

QS75

13 cm 2-Way Coaxial-Speakers

Power Rating 70/140 Watts RMS/MAX., Impedance 3 Ohms
2 x 130 mm Polycone-Bass with 13 mm Silk-Dome-Tweeter and Grille
Mounting Diameter 115 mm, Mounting Depth 50 mm

7,5 cm Midwoofer (Pair)

Power Rating 60/120 Watts RMS/MAX., Impedance 4 Ohms
2 x 75 mm Midwoofer and Aluminum-Ring and Grille
2 x 6 dB Cable-Crossover
Mounting Diameter 73 mm, Mounting Depth 41 mm

QX165

16,5 cm 2-Way Coaxial-Speakers

Power Rating 80/160 Watts RMS/MAX., Impedance 3 Ohms
2 x 165 mm Polycone-Bass mit 13 mm Silk-Dome-Tweeter and Grille
Mounting Diameter 143 mm, Mounting Depth 60 mm

NEW

NEW



MB Quart  bzw. die Audio Design GmbH sind in keiner Weise mit gezeigten Automobilherstellern oder einer ihrer Tochtergesellschaften oder Partner-Unternehmen verbunden, oder handeln in deren Auftrag oder mit deren Autorisierung. Alle geschützten Produktnamen und Marken-
namen sind das Eigentum ihrer jeweiligen Inhaber. Die Kompatibilität mit den angegebenen Fahrzeugtypen entspricht dem Informationsstand vom Juli 2012. Technische Änderungen und Irrtum vorbehalten. 

MB Quart or Audio Design GmbH is in no way affiliated with the shown automobile manufacturers or any of its subsidiaries or affiliated companies connected to, or is acting on its behalf or with its authorization. All registered product names, trade marks and brands are the property 
of their respective owners. The compatibility with the specified types of vehicles reflects the information available on July 2012. Technical changes and errors reserved.
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